
Model Pressure &
Flow Temp F Motor and Voltage Weight

3200P36 1500@2.0 180 2HP/440-575V/36KW 310
3400P36 2300@3.1 140 5HP/440-575V/36KW 480
3400P48/240 2300@3.1 140 5HP220V/36KW 480
3500P48 3000@3.9 140 7.5HP440-575/48KW 500

3500P72 3000@3.9 180 7.5HP440-575V72KW 500

3550P72 3000@5.0 160 10HP440-575V/72KW 500

3440P-48SS Coils Incoloy 800elements 3500@4.0 140 10HP440-575V/48KW 500

3800P72 3000@7.0 125 10HP440-575V/72KW 550

3400SSteam Cleaner 110@1.5 305 3/4HP440-575V/72KW 450
3400PS CombinationPressure/ 2300@3.1
Steam cleaner 110@1.5

180-310
Two speed 3/4-5HP 440-
575V/72KW

500

3500XPExplosion proof 3000 @ 4.0 180 7.5HP 440V/550 66KW 1100

3500XPSS Explosion proof 3000 @ 4.0 180 7.5HP 440V/550 66KW 1100

Options
07114 Residual current monitoring system (ground fault interrupter)
07007 ASD-flow activated instead of pressure activated
07113 Stainless steel coil upgrade
07109A Stainless steel cover
07112 Stainless cover & base
07010 16’ power cord #8/4 type W 85 amps
07009 16’ power cord #4/4 type W 110 amps
07050 Water inlet filter kit for sand & sediment
3100 Large cart c/w castors
3104 Small cart fixed wheels
24764 Protective cage
07044 Remote box with 6 feet of cord

Continuous Heated Water-No Emissions-No Fumes

Electrically Heated

Optional-Ground fault detector-Residual

current monitoring system

Compact (43”x22”x32”)

Automatic Start/Stop with Timer

Belt drive General Pump

Hour meter

CSA inspected

Low water shutdown

*Shown with Option #3104: Small cart fixed wheels

3500 XP and 3500XPSS Hazardous Locations, Explosion Proof
Pressure Washer Class 1 Div.1 Grp.D Class 2 Div.1 Grp.F&G
( or ) Class 1 Div.1 Grp.C&D

Authorized Dealer:
PRESSURE ZONE

2813 Richland Ave. Metairie, LA 70002
(540) 888-8989 | 800-922-7448

www.pressurezone.com


